Dell OptiPlex 9010 

Preparing the Computer for Wall Mounting 

做好在墙壁上安装计算机的准备 

電脳壁掛安裝的準備工作 

壁掛け用にコンピユーターを準備する 
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△ CAUTION: Before setting up your computer, 
read the safety information shipped with 
your computer. The latest regulatory and 
compliance information is available at 
dell.com/regulatory_compliance. Product 
installation should preferably be done 
under the supervision of a certified 
service technician. 

A CAUTION: The VESA wall-mount holder 
must be capable of supporting four times 
the maximum product weight of 19.83 lb/9 kg. 

△小心.. 在安装计算机之前，请阅读计算机 
附带的安全信息。要获取最新的法规遵从 
性信息，请访问 

dell.com/regulatory compliance 。 严品女 
装最好是在经认证的服务技术人员的监督 
下完成。 

△小心： VESA 墙壁安装固定器承载重量的 
能力必须不低于产品最大重量 
(19.83 lb/9 kg) 的四倍。 

△警示： 設定電腦内部元件之前，請參閱電 
腦隨附的安全資訊。有關最新法規與遵循 
資訊，請參見 

dell.com/regulatory compliance 0 建言 tetE 
認證維修技師的監督之下進行產品安裝。 

△警示： VESA 牆面托架必須可支撐最 
大產品重量 19.83 膀 /9 公斤的 4 倍重量。 


△注意： コンピューターをセットアップ 
する前に、お使いのコンピューターに 
付属している安全にお使いいただくた 
めの注意事項をお読みください。規 
制とコンプライアンスに関する最新の 
1 、育辛 S は、 dell.com/reaulatory 一 compliance を 
参照してください。製品インス!-ール 
は、認定を受けたサービス技術者の指 
導の下、実行してください。 

△注意： VESA 壁掛けホルダーは、最大製 
品重量 （ 19.83 lb/9 kg) の 4 倍の重量を支 
えられるよろにしてください。 
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M NOTE: Use M4 x 10L screws for mounting. 
■注：使用 M 4 x 10 L 螺钉进行安装。 
■註：使用 M 4 x 10 L 螺絲進行安装。 

H メモ： 取り付けには、 M4X10L のネジを 
使用して < ださい。 
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◎ NOTE: Allow space between the wall and 
computer for cable routing. 

矚注：墙壁与计算机之间须留出电缆布 
线空间。 

鸚註：在牆壁與電腦之間預留空間，以 
利纜線配接。 

■ メモ： 壁とコンピューターの間に配 
線用のスペースを空けて<ださい。 

騄哲卫：刊〇1管圳ゼ晉罕 I 司写 4 S 畀 Ei 
人 K 31011吾乙卜晉翊音叫. 
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